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FITTING INSTRUCTIONS FOR FLUE DAMPER KIT

6 "  Pa r t No . B 1 4 6  (3 2 /1 4 3 ) –  6 "  Pa r t No . B 2 0 2  (6 5 /1 7 3 , 8 1 /2 6 4 )

8 "  Pa r t No . B 1 4 7  (6 2 /3 4 1 ) –  1 0 "  Pa r t No . B 1 4 8  (5 4 /4 4 0 )

‘E’ SERIES, AUTO-IGNITION MODELS, NATURAL GAS

T h e  in tro d u c tio n  o f a  fl u e  d a m p e r w ill, o n  s ta n d - b y , re d u c e  s to re d  w a te r h e a t lo s s e s  d u e  to  th e  re d u c tio n  o f n a tu ra l

th e rm a l c u rre n ts  th ro u g h  th e  h e a t e x c h a n g e r a n d  fl u e  s y s te m .

A. To install the kit

1 . M o v e  th e  O N /O F F  s w itc h  lo c a te d  o n  th e  a u to  ig n itio n  p a n e l to  O F F  a n d  is o la te  th e  u n it fro m  th e  e le c tric a l s u p p ly .

2 . M o v e  th e  g a s  c o n tro l k n o b  to  O F F .

3 . R e m o v e  th e  d ra u g h t d iv e rte r a n d  m a k e  s u re  th e  m e ta l fl u e  s p ig o t fro m  th e  p rim a ry  fl u e  o u tle t h a s  b e e n  re m o v e d .

(F o r 5 4 /4 4 0  fi t fl u e  s p ig o t E 0 4 4  s u p p lie d  b y  A n d re w s  W a te r H e a te rs ). (Se e  F ig . 1 ).

4 . O ffe r th e  fl u e  d a m p e r a s s e m b ly  to  th e  fl u e  o u tle t k e e p in g  th e  d riv e  u n it in  v e rtic a l a lig n m e n t w ith  th e  c o n tro l

th e rm o s ta t. (Se e  F ig . 2 ).

5 . U s in g  th e  d a m p e r a s s e m b ly  a s  a  te m p la te , c a re fu lly  d rill 4  o ff 3 m m  h o le s  th ro u g h  th e  p re - p u n c h e d  h o le s  o f th e

d a m p e r c h a n n e l. F ix  u s in g  th e  4  s e lf- ta p p in g  s c re w s  p ro v id e d . F o r B1 4 8  (5 4 /4 4 0 ) u s e  b ra c k e t p ro v id e d  in  d a m p e r

k it. (Se e  F ig . 2 ).

6 . W ire  fl y in g  le a d  s u p p lie d  in to  te rm in a l lo c a tio n s  in  th e  a u to  ig n itio n  k it. (Se e  w irin g  d ia g ra m  F ig . 3 ).

7 . Co n n e c t fl y in g  le a d s  to g e th e r e n s u rin g  c o rre c t c o lo u r s e q u e n c e  is  o b s e rv e d . (Se e  F ig . 2 ).

8 . M o v e  fl u e  d a m p e r lin k  to  O N  p o s itio n . (Se e  w irin g  d ia g ra m  F ig . 3 ).

9 . E n s u re  th a t th e  fl u e  d a m p e r d riv e  u n it s w itc h  is  in  th e  a u to  p o s itio n . (Se e  F ig . 2 ).

1 0 . R e - fi t th e  d ra u g h t d iv e rte r.

B . Test the installation. D o not turn on gas.

U p o n  c o m p le tio n  o f a ll in s ta lla tio n  w o rk , th e  d a m p e r o p e ra tio n  s h o u ld  b e  c h e c k e d  p rio r to  c o m m is s io n in g  a s  fo llo w s :

1 . M o v e  th e  th e rm o s ta t to  its  d e s ire d  s e ttin g .

2 . M o v e  th e  O N /O F F  s w itc h  to  O N .

3 . A fte r a  d e la y  o f s e v e ra l s e c o n d s , th e  fl u e  d a m p e r w ill o p e n  a n d  th e  h e a te r ig n itio n  s y s te m  w ill m a k e  a n  ig n itio n

a tte m p t.

4 . M o v e  th e  O N /O F F  s w itc h  to  O F F , a t w h ic h  p o in t th e  fl u e  d a m p e r w ill c lo s e .

T h e  u n it s h o u ld  n o w  b e  fu lly  c o m m is s io n e d  a fte r w h ic h , s h u t d o w n  o f th e  th e rm o s ta t w ill c a u s e  th e  fl u e  d a m p e r to

c lo s e  o n  s ta n d - b y .
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Andrews Water Heaters 

Wood L ane, Erdington

Birmingham B24 9Q P

Telephone: 0845 070 1058 Fax: 0845 070 1059

E-mail: andrews@ andrews-waterheaters.co.uk
www.andrewswaterheaters.co.uk

Since it is our policy to strive for progressive design

and performance all our equipment is subject to

alteration without notice.
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Fig. 2

Ensure

switch is in

the auto

position.

Position drive

unit in vertical

alignment with

the control

thermostat.

Bracket

Damper

drive unit.

Control

Thermostat.

Flying lead wired into

Automatic Ignition K it.

Automatic Ignition K it

panel assembly (not

included with Flue

Damper K it.)

Drill 4 off 3.0mm (1/8" )

holes (2 each side).

Secure using self

tapping screws.

Fig. 3

Wiring diagram showing

flue damper connections.

To fit flue damper move link to ‘ON’ position and wire as shown.

Fig. 1

Remove the metal flue spigot from the
primary flue outlet.

For model 54/440 only, fit the flue spigot
supplied in the damper kit by Andrews
Water Heaters.

Part No. E044.
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