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CWH 
90/302

CWH 
120/302

Product code 7726952 7726953
Performance Maximum Heat input net (gross) kW 84 (93) 112 (124)

Heat output kW 91.6 122
Gross thermal efficiency % 98% 98%
Standby loss kWh/day 2.26 2.26

ErP NOX emissions (0% O2) mg/kWh 39 36
ErP efficiency rating - -
Water heater efficiency % 91 90
Noise level (EN15036-1 avg @1m) dBA 62 65

Gas data Gas flow rate (natural gas) m3/hr 8.7 11.6
Gas flow rate (propane) m3/hr 3.5 4.7

Water Storage capacity litre 300 300
Recovery rate through 50°C Δt litre/hr 1440 1920
Recovery rate through 56°C Δt litre/hr 1286 1712
Maximum operating pressure (unvented) bar 6 6
Minimum working pressure bar 0.8 0.8
Maximum pressure bar 7.5 7.5

Electrical Fuse rating amp 5 5
Power consumption - standby W 5.5 5.5
Power consumption - max W 210 290
Electrical requirements V 220 - 240 @ 50Hz

Misc Weight full kg 485 505
Weight empty kg 185 205
Maximum outlet temperature ºC 65 65
Maximum flue gas temperature ºC 90 90

Connection  
sizes and 
Dimensions

Inlet/outlet connections BSP 11/2” 11/2”
Return connection BSP 1” 1”
Gas connection BSP 3/4” 3/4”
Water heater height mm 1980 1980
Diameter of water heater mm 602 602
Water heater depth mm 1046 1046
Flue diameter - conventional flue mm 130 130
Flue diameter - concentric balanced flue mm 130/200 130/200

Service 
clearance

Front mm 800 800
Right side mm 200 200
Rear mm 200 200
Left side mm 300 300
Above mm 300 300

Shipping Shipping width mm 880 880
Shipping depth mm 1160 1160
Shipping height mm 2213 2213
Shipping weight kg 254 274

Accessories 6 bar Unvented system kit c/w flow through valve 7726954
Set of 4 castors 7709385
Clip in expansion module 7720070
BUFFER-SS300-10, 300 litre stainless steel tank 7735728

Flues Horizontal flue tteerrmmiinnaall  ((nnoo  eellbboowwss  iinncclluuddeedd)) 7620230
Vertical flue kit 7620229
1m cuttable flue extension 7726994
90º elbow 7620232
45º elbow 7726992
Flat roof plate E217
Angled roof plate E218
Wall bracket E219
Wall guard E630
Flue condense trap 7620233
Condense bottle trap E211
Condense trap pipe kit E261

T&P valves factory fitted in water heater. MAXXflo EVO comes with two T&P valves factory fitted.
MAXXflo EVO comes with two T&P  
valves factory fitted.
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Unvented Systems Kits   
SUPAflo EVO SF61 to SF63 SUPAflo EVO SF64 to SF67 

Part Number  7820334 7820335

Pressure limiting valve  (3.5 bar) 1 ½” 2”

Non-return valve 1 ½” 2”

Expansion relief valve (6 bar) 1 ¼” x 1 ½” 1 ½” x 2”

Expansion vessel (1” connection) 100 L   100 L

Temperature and pressure relief valve port (7 bar/95ºC) 2” (DN40) 2 ½” (DN50)

Straight tundish 1 ½” x 2” 2 x 2 ½”

Straight tundish 2” x 2 ½” 2 ½” x 3”
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CWH 
90/302

CWH 
120/302

Product code 7726952 7726953
Performance Maximum Heat input net (gross) kW 84 (93) 112 (124)

Heat output kW 91.6 122
Gross thermal efficiency % 98% 98%
Standby loss kWh/day 2.26 2.26

ErP NOX emissions (0% O2) mg/kWh 39 36
ErP efficiency rating - -
Water heater efficiency % 91 90
Noise level (EN15036-1 avg @1m) dBA 62 65

Gas data Gas flow rate (natural gas) m3/hr 8.7 11.6
Gas flow rate (propane) m3/hr 3.5 4.7

Water Storage capacity litre 300 300
Recovery rate through 50°C Δt litre/hr 1440 1920
Recovery rate through 56°C Δt litre/hr 1286 1712
Maximum operating pressure (unvented) bar 6 6
Minimum working pressure bar 0.8 0.8
Maximum pressure bar 7.5 7.5

Electrical Fuse rating amp 5 5
Power consumption - standby W 5.5 5.5
Power consumption - max W 210 290
Electrical requirements V 220 - 240 @ 50Hz

Misc Weight full kg 485 505
Weight empty kg 185 205
Maximum outlet temperature ºC 65 65
Maximum flue gas temperature ºC 90 90

Connection  
sizes and 
Dimensions

Inlet/outlet connections BSP 11/2” 11/2”
Return connection BSP 1” 1”
Gas connection BSP 3/4” 3/4”
Water heater height mm 1980 1980
Diameter of water heater mm 602 602
Water heater depth mm 1046 1046
Flue diameter - conventional flue mm 130 130
Flue diameter - concentric balanced flue mm 130/200 130/200

Service 
clearance

Front mm 800 800
Right side mm 200 200
Rear mm 200 200
Left side mm 300 300
Above mm 300 300

Shipping Shipping width mm 880 880
Shipping depth mm 1160 1160
Shipping height mm 2213 2213
Shipping weight kg 254 274

Accessories 6 bar Unvented system kit c/w flow through valve 7726954
Set of 4 castors 7709385
Clip in expansion module 7720070
BUFFER-SS300-10, 300 litre stainless steel tank 7735728

Flues Horizontal flue tteerrmmiinnaall  ((nnoo  eellbboowwss  iinncclluuddeedd)) 7620230
Vertical flue kit 7620229
1m cuttable flue extension 7726994
90º elbow 7620232
45º elbow 7726992
Flat roof plate E217
Angled roof plate E218
Wall bracket E219
Wall guard E630
Flue condense trap 7620233
Condense bottle trap E211
Condense trap pipe kit E261

T&P valves factory fitted in water heater. MAXXflo EVO comes with two T&P valves factory fitted.
MAXXflo EVO comes with two T&P  
valves factory fitted.
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Andrews. Built to perform. Baxi Commercial Solutions

MAXXflo EVO Condensing Water Heater - 30 and 60kW

CWH 
30/201

CWH 
30/301

CWH 
60/201

CWH 
60/301

Product code 7726948 7726948 7726950 7726950 7726949 7726949 77269517726951

Performance Maximum heat input net (gross)Maximum heat input net (gross) kWkW 28(31) 28(31) 56(62) 56(62)

Heat outputHeat output kWkW 30.5 30.5 61 61

Gross thermal efficiencyGross thermal efficiency %% 98 98 98 98

Standby lossStandby loss kWh/daykWh/day 1.68 2.26 1.68 2.26

ErP NONOXX emissions (0% O emissions (0% O22)) mg/kWhmg/kWh 39 39 36 36

ErP efficiency ratingErP efficiency rating A A A A

Water heater efficiencyWater heater efficiency % 95 98 91 97

Noise level (EN15036-1 avg @1m)Noise level (EN15036-1 avg @1m) dBAdBA 53 63 53 63

Gas data Gas flow rate (natural gas)Gas flow rate (natural gas) mm33/hr/hr 2.95 2.95 5.95 5.95

Gas flow rate (propane)Gas flow rate (propane) mm33/hr/hr 1.15 1.15 2.35 2.35

Water Storage capacityStorage capacity litrelitre 200 300 200 300

Recovery rate through 50°C Recovery rate through 50°C ΔΔtt litre/hrlitre/hr 480 480 960 960

Recovery rate through 56°C Recovery rate through 56°C ΔΔtt litre/hrlitre/hr 429 429 856 856

Maximum operating pressure (unvented)Maximum operating pressure (unvented) barbar 6 6 6 6

Minimum working pressureMinimum working pressure barbar 0.8 0.8 0.8 0.8

Maximum pressureMaximum pressure barbar 7.5 7.5 7.5 7.5

Electrical Fuse ratingFuse rating ampamp 5 5 5 5

Power consumption - standbyPower consumption - standby WW 3.5 3.5 3.5 3.5

Power consumption - maxPower consumption - max WW 100 100 145 145

Electrical requirementsElectrical requirements VV 220 - 240 @ 50Hz

Misc Weight fullWeight full kgkg 370 485 380 490

Weight emptyWeight empty kgkg 155 165 170 180

Maximum outlet temperatureMaximum outlet temperature ºCºC 65 65 65 65

Maximum flue gas temperatureMaximum flue gas temperature ºCºC 90 90 90 90

Connection sizes 
and dimensions

Inlet/outlet connectionsInlet/outlet connections BSPBSP 1½” 1½” 1½” 1½”

Return connectionReturn connection BSPBSP 1” 1” 1” 1”

Gas connectionGas connection BSPBSP ¾” ¾” ¾” ¾”

Water heater heightWater heater height mmmm 1556 1980 1556 1980

Water heater widthWater heater width mmmm 602 602 602 602

Water heater depthWater heater depth mmmm 1046 1046 1046 1046

Flue diameter - conventional flueFlue diameter - conventional flue mmmm 80 80 80 80

Flue diameter - concentric balanced flueFlue diameter - concentric balanced flue mmmm 80/125 80/125 80/125 80/125

Service clearance FrontFront mmmm 800 800 800 800

Right sideRight side mmmm 25 25 25 25

RearRear mmmm 20 20 20 20

Left sideLeft side mmmm 300 300 300 300

AboveAbove mmmm 400 400 400 400

Shipping Shipping widthShipping width mmmm 880 880 880 880

Shipping depthShipping depth mmmm 1160 1160 1160 1160

Shipping heightShipping height mmmm 2213 2213 2213 2213

Shipping weightShipping weight kgkg 224 239 234 239

Accessories 6 bar Unvented system kit c/w flow through valve6 bar Unvented system kit c/w flow through valve 7726954

Set of 4 castorsSet of 4 castors 7709385

Clip in expansion moduleClip in expansion module 7720070

BUFFER-SS300-10, 300 litre stainless steel tankBUFFER-SS300-10, 300 litre stainless steel tank 7735728

Flues Horizontal flue terminal (includes one 90deg elbow)Horizontal flue terminal (includes one 90deg elbow) 7726957

Vertical flue kitVertical flue kit 5103917

1m cuttable flue extension1m cuttable flue extension 5136148

90º elbow90º elbow 5136151

45º elbow45º elbow 5136150

Flat roof plateFlat roof plate E065

Angled roof plateAngled roof plate E066

Wall bracketWall bracket 5136152

Wall guardWall guard E105

Flue condense trapFlue condense trap 7726982

Condense bottle trapCondense bottle trap E211

Condense trap pipe kitCondense trap pipe kit E261

SINGLE BURNER

MAXXflo EVO comes with one T&P
valve factory fitted
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Gas flow rate (propane) m3/hr 3.5 4.7
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Power consumption - max W 210 290
Electrical requirements V 220 - 240 @ 50Hz

Misc Weight full kg 485 505
Weight empty kg 185 205
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Maximum flue gas temperature ºC 90 90

Connection  
sizes and 
Dimensions

Inlet/outlet connections BSP 11/2” 11/2”
Return connection BSP 1” 1”
Gas connection BSP 3/4” 3/4”
Water heater height mm 1980 1980
Diameter of water heater mm 602 602
Water heater depth mm 1046 1046
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clearance

Front mm 800 800
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T&P valves factory fitted in water heater. MAXXflo EVO comes with two T&P valves factory fitted.
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Product code 7726948 7726948 7726950 7726950 7726949 7726949 77269517726951

Performance Maximum heat input net (gross)Maximum heat input net (gross) kWkW 28(31) 28(31) 56(62) 56(62)

Heat outputHeat output kWkW 30.5 30.5 61 61

Gross thermal efficiencyGross thermal efficiency %% 98 98 98 98

Standby lossStandby loss kWh/daykWh/day 1.68 2.26 1.68 2.26

ErP NONOXX emissions (0% O emissions (0% O22)) mg/kWhmg/kWh 39 39 36 36

ErP efficiency ratingErP efficiency rating A A A A

Water heater efficiencyWater heater efficiency % 95 98 91 97

Noise level (EN15036-1 avg @1m)Noise level (EN15036-1 avg @1m) dBAdBA 53 63 53 63

Gas data Gas flow rate (natural gas)Gas flow rate (natural gas) mm33/hr/hr 2.95 2.95 5.95 5.95

Gas flow rate (propane)Gas flow rate (propane) mm33/hr/hr 1.15 1.15 2.35 2.35

Water Storage capacityStorage capacity litrelitre 200 300 200 300

Recovery rate through 50°C Recovery rate through 50°C ΔΔtt litre/hrlitre/hr 480 480 960 960

Recovery rate through 56°C Recovery rate through 56°C ΔΔtt litre/hrlitre/hr 429 429 856 856

Maximum operating pressure (unvented)Maximum operating pressure (unvented) barbar 6 6 6 6

Minimum working pressureMinimum working pressure barbar 0.8 0.8 0.8 0.8

Maximum pressureMaximum pressure barbar 7.5 7.5 7.5 7.5

Electrical Fuse ratingFuse rating ampamp 5 5 5 5

Power consumption - standbyPower consumption - standby WW 3.5 3.5 3.5 3.5

Power consumption - maxPower consumption - max WW 100 100 145 145

Electrical requirementsElectrical requirements VV 220 - 240 @ 50Hz

Misc Weight fullWeight full kgkg 370 485 380 490

Weight emptyWeight empty kgkg 155 165 170 180

Maximum outlet temperatureMaximum outlet temperature ºCºC 65 65 65 65

Maximum flue gas temperatureMaximum flue gas temperature ºCºC 90 90 90 90

Connection sizes 
and dimensions

Inlet/outlet connectionsInlet/outlet connections BSPBSP 1½” 1½” 1½” 1½”

Return connectionReturn connection BSPBSP 1” 1” 1” 1”

Gas connectionGas connection BSPBSP ¾” ¾” ¾” ¾”

Water heater heightWater heater height mmmm 1556 1980 1556 1980

Water heater widthWater heater width mmmm 602 602 602 602

Water heater depthWater heater depth mmmm 1046 1046 1046 1046

Flue diameter - conventional flueFlue diameter - conventional flue mmmm 80 80 80 80

Flue diameter - concentric balanced flueFlue diameter - concentric balanced flue mmmm 80/125 80/125 80/125 80/125

Service clearance FrontFront mmmm 800 800 800 800

Right sideRight side mmmm 25 25 25 25

RearRear mmmm 20 20 20 20

Left sideLeft side mmmm 300 300 300 300

AboveAbove mmmm 400 400 400 400

Shipping Shipping widthShipping width mmmm 880 880 880 880

Shipping depthShipping depth mmmm 1160 1160 1160 1160

Shipping heightShipping height mmmm 2213 2213 2213 2213

Shipping weightShipping weight kgkg 224 239 234 239

Accessories 6 bar Unvented system kit c/w flow through valve6 bar Unvented system kit c/w flow through valve 7726954

Set of 4 castorsSet of 4 castors 7709385

Clip in expansion moduleClip in expansion module 7720070

BUFFER-SS300-10, 300 litre stainless steel tankBUFFER-SS300-10, 300 litre stainless steel tank 7735728

Flues Horizontal flue terminal (includes one 90deg elbow)Horizontal flue terminal (includes one 90deg elbow) 7726957

Vertical flue kitVertical flue kit 5103917

1m cuttable flue extension1m cuttable flue extension 5136148

90º elbow90º elbow 5136151

45º elbow45º elbow 5136150

Flat roof plateFlat roof plate E065

Angled roof plateAngled roof plate E066

Wall bracketWall bracket 5136152

Wall guardWall guard E105

Flue condense trapFlue condense trap 7726982

Condense bottle trapCondense bottle trap E211

Condense trap pipe kitCondense trap pipe kit E261

SINGLE BURNER

MAXXflo EVO comes with one T&P
valve factory fitted


