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• T h e  E x h a u s to  F lu e  F a n  w h e n  u s e d  o n  H i- F lo  W a te r H e a te rs  w ith  A u to m a tic  Ig n itio n  w ill g iv e  th e  fo llo w in g  c o n tro l fa c ility .

T h e  E x h a u s to  F lu e  F a n  w ill ru n  o n ly  w h e n  th e  th e rm o s ta t is  c a llin g  fo r h e a t a n d  th e  b u rn e r is  in  o p e ra tio n .

• T h e  m a in  a d v a n ta g e s  o f th is  s y s te m  a re  to  b e  s e e n  in  a p p lic a tio n s  w h e re  th e  la c k  o f h e ig h t in  a  p la n t ro o m  o r b o ile r h o u s e

m a k e s  a  c o n v e n tio n a l fl u e  in s ta lla tio n  in a p p ro p ria te  o r in c o n v e n ie n t.

A ls o  th e  fl u e  d ia m e te r m a y  b e  re d u c e d  (s e e  n o te ). It s h o u ld  b e  n o te d  th a t a n y  in c re a s e  in  th e  h e ig h t o f fl u e  fro m  th e  a p p lia n c e

w ill re s u lt in  th e  h o riz o n ta l le n g th  b e in g  d e c re a s e d  b y  th e  s a m e  d is ta n c e .

• G re a te r fre e d o m  is  g a in e d  in  s itin g  th e  a p p lia n c e  a n d  its  fl u e  te rm in a l.

• R e m o v a l o f th e  fl u e  p ro d u c ts  is  m o re  p o s itiv e  a n d  le s s  d e p e n d e n t o n  w in d  c o n d itio n s .

• A ll F a n - P o w e re d  fl u e  s y s te m s  m u s t c o n fo rm  w ith  th e  re q u ire m e n ts  o f th e  a p p lia n c e  m a n u fa c tu re rs  in s tru c tio n s  a n d  BS 5 4 4 0

1 9 9 0  P t. 1  a n d  BS 6 6 4 4 .

• T h e  E x h a u s to  F lu e  F a n  s y s te m  g iv e s  a  fa il- s a fe  fa n - a s s is te d  s y s te m  fo r o p e n  fl u e d  g a s  a p p lia n c e s .

A ll g a s  a p p lia n c e s  m u s t b e  CE - m a rk e d .

• T h e  fa n  is  lo c a te d  o n  a  s u ita b le  e x te rn a l w a ll in  a  p la c e  c o n v e n ie n t fo r th e  g a s  a p p lia n c e  a n d  w ith  d u e  re g a rd  to  re q u ire m e n ts  fo r

its  s itin g , e n v iro n m e n ta l c o n s id e ra tio n s , fu tu re  s e rv ic e  re q u ire m e n ts  a n d  c u rre n t b u ild in g  re g u la tio n s , BS Sta n d a rd s  a n d  a n y

lo c a l b y - la w s  th a t m a y  b e  in  e x is te n c e .

• T h e  E x h a u s to  F lu e  F a n  s y s te m  g iv e s  a  d o w n w a rd  d is c h a rg e  o f th e  fl u e  g a s e s  th ro u g h  s e c u re  g rille s  lo c a te d  o n  th e  u n d e rs id e  o f

th e  fa n  h o u s in g .

• T h e  E x h a u s to  F a n  u n it is  c o n s tru c te d  fro m  g a lv a n is e d  s h e e t m e ta l, fi tte d  w ith  a  c e n trifu g a l im p e lle r a n d  n o n - m o v in g  p re s s u re

d iffe re n tia l s w itc h , e n s u rin g  c o rre c t a irfl o w  w h e n  th e  a p p lia n c e  is  u s e d . T h e  fa n  u n it is  s u p p lie d  w ith  a  3  m e tre  lo n g , 6 - c o re  h e a t-

re s is ta n c e  s ilic o n  c a b le .

• L o w  m a in te n a n c e  re q u ire m e n t. It is  re c o m m e n d e d  th a t th e  fa n  a n d  its  c o n n e c tio n s  s h o u ld  b e  in s p e c te d  o n c e  a  y e a r a t th e  s a m e

tim e  a s  th e  a n n u a l m a in te n a n c e  o f th e  h e a tin g  a p p lia n c e .

• L o w  a m b ie n t s o u n d  p re s s u re  le v e l (1  m e tre ). L e s s  th a n  6 3 d BA  a t m a x im u m  s p e e d .

CAUTION

T h e  F a n  U n it m u s t not b e  m o u n te d  d ire c tly  o n  a  tim b e r w a ll o r a n y  o th e r w a lls  o f in fl a m m a b le  m a te ria l.

T h e  fl u e  p ip e  m u s t not b e  in  c o n ta c t w ith  a n y  in fl a m m a b le  m a te ria l w h e n  it is  in s ta lle d  in  th e  w a ll.

W h e n  th e  fa n  is  in s ta lle d  in  a  tim b e r fra m e d  h o u s e  th e  re c o m m e n d a tio n s  o f Britis h  G a s  P u b lic a tio n  D M 2  ‘G u id e  to  G a s  In s ta lla tio n s

in  T im b e r F ra m e d  H o u s e s ’ s h o u ld  b e  o b s e rv e d .

T h e  F a n  U n it s h o u ld  b e  lo c a te d  o n  th e  e x te rn a l w a ll a v o id in g  e x p o s u re  to  e x tre m e  w in d  c o n d itio n s .

NATURAL GAS FIRED STORAGE WATER HEATERS

Ty p ic a l In s ta lla tio n  Hi-Flo  Ra n g e  w ith  Ex h a u s to  Flu e  Fa n  a n d

Au to m a tic  Ig n itio n  K it
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NOTE: The flue dia. on the 54/440 has been reduced from

250mm to 200mm at the draught diverter.

6"  Flue =  300mm

8 "  Flue =  350mm

Approx.

Min. Height

inc. 1x90 to horizontal.

HORIZ ONTAL LENGTH

inc. 6x90 bends max.

Min. 2 mtrs

Max. 20 mtrs

POWER SUPPLY

220/240 V OLTS 50Hz

AUTO IGNITION

K IT

PRESSURE SWITCH SUPPLY  LINK

J UNCTION

BOX

SPEED

CONTROLLER

EXHAUSTO

FAN UNIT

FLUE GAS

DISCHARGE

REF A. SUPPLIED IN

K IT BY  ANDREWS

WATER HEATERS.

SEE TABLE ON

REV ERSE SIDE.
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Heater Model Height

32/143 1343 mm

65/17 3 1937  mm

8 1/264 2208  mm

62/341 1932 mm

54/440 1934 mm
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T/D 031

ELECTRICAL SUPPLY – AUTO INGNITION UNITS

W ITH  EX H AUSTO FLUE FAN

Wiring External to the water heater must be installed

in accordance with the I.E.E. Regulations for the wiring

of buildings and to any local regulations that may

apply.

The Auto Ignition Heater is designed to run off

220/240V 1Ph 50Hz supply and the fuse rating is

5 Amp.

The method of connection to the mains electricity

supply should facilitate complete electrical isolation of

the appliance preferably by use of an unswitched

shuttered socket outlet in conjunction with a fused

three pin plug both complying with the requirements

of BS 1363/A.

Alternatively a fused double pole switch or fused spur

box serving only the heater may be used.

The point of connection to the mains should be readily

accessible and adjacent to the appliance.

Connect electrical supply to main Control Panel

Terminal Block via the cable glands in the base of the

control panel. Mains input cable should be 0.75mm2

3 core and should be connected to the mains supply

as detailed above.

Wiring diagram opposite shows the Terminal

Connections for EXHAUSTO FLUE FAN.

INSTALLATION AND  COM M ISSIONING INSTRUCTIONS

Full step by step instructions are contained in the Exhausto manual

supplied with each kit.

EX H AUSTO FLUE FAN D IM ENSIONAL SPECIFICATION

NOTE

• It is important to remember that when ordering a flue fan kit the correct heater model is quoted.

• The adaptors supplied will suit Selkirk SMW flue systems.

• If using other flue systems alternative adaptors will be required.

• We do not supply additional flue requirements.

EX H AUSTO FLUE FAN K ITS (REF. A)

Each kit comes complete with the following components.

INSTALLATION INSTRUCTIONS FOR AUTO IGNITION HI-FLO

HEATERS WITH EX HAUSTO FLUE FAN
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RSG125 265 250 220 336 320 O/ 128 35 280 296 153 157

RSG150 325 310 240 400 380 O/ 153 35 340 360 181 186

RSG200 405 380 275 478 453 O/ 206 35 413 438 215 221

MODELS 32/143  65/173 B200 MODELS 81/264, 62/341 B198 MODEL 54/440 B199

PART NO. COMPONENT PART NO. COMPONENT PART NO. COMPONENT

C953 Exhausto Fan RSG 150 C945 Exhausto Fan RSG 200 C945 Exhausto Fan RSG 200

C946 Speed Controller C346 Speed Controller C946 Speed Controller

C947 Junction Box C947 Junction Box C947 Junction Box

C951 Appliance Adaptor 6"x6" C948 Appliance Adaptor 8"x8" C950 Appliance Adaptor 10"x8"

C952 Discharge Adaptor 6"x6" C949 Discharge Adaptor 8"x8" C949 Discharge Adaptor 8"x8"

IMPORTANT NOTICE
When pressure switch is fitted as with
Exhausto flue fan installations remove A.P.S.
link in Auto panel.

Since it is our policy to strive for progressive design

and performance all our equipment is subject to

alteration without notice.

Andrews Water Heaters 

Wood Lane, Erdington

Birmingham B24 9Q P

Telephone: 0845 070 1058 Fax: 0845 070 1059

E-mail: andrews@ andrews-waterheaters.co.uk
www.andrewswaterheaters.co.uk


